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(v) ISO/IEC Guide 58, ‘‘Calibration 
and testing laboratory accreditation 
systems—General requirements for op-
eration and recognition.’’

(vi) ISO/IEC Guide 65, ‘‘General re-
quirements for bodies operating prod-
uct certification systems.’’

§ 431.16 Test procedures for the meas-
urement of energy efficiency. 

For purposes of 10 CFR Part 431 and 
EPCA, the test procedures for meas-
uring the energy efficiency of an elec-
tric motor shall be the test procedures 
specified in appendix B to this subpart 
B.

§ 431.17 Determination of efficiency. 
When a party determines the energy 

efficiency of an electric motor in order 
to comply with an obligation imposed 
on it by or pursuant to Part C of Title 
III of EPCA, 42 U.S.C. 6311–6316, this 
Section applies. This section does not 
apply to enforcement testing con-
ducted pursuant to § 431.192. 

(a) Provisions applicable to all electric 
motors—(1) General requirements. The av-
erage full load efficiency of each basic 
model of electric motor must be deter-
mined either by testing in accordance 
with § 431.16 of this subpart, or by appli-
cation of an alternative efficiency de-
termination method (AEDM) that 
meets the requirements of paragraphs 
(a)(2) and (3) of this section, provided, 
however, that an AEDM may be used to 
determine the average full load effi-
ciency of one or more of a manufactur-
er’s basic models only if the average 
full load efficiency of at least five of its 
other basic models is determined 
through testing. 

(2) Alternative efficiency determination 
method. An AEDM applied to a basic 
model must be: 

(i) Derived from a mathematical 
model that represents the mechanical 
and electrical characteristics of that 
basic model, and 

(ii) Based on engineering or statis-
tical analysis, computer simulation or 
modeling, or other analytic evaluation 
of performance data. 

(3) Substantiation of an alternative effi-
ciency determination method. Before an 
AEDM is used, its accuracy and reli-
ability must be substantiated as fol-
lows: 

(i) The AEDM must be applied to at 
least five basic models that have been 
tested in accordance with § 431.16, and 

(ii) The predicted total power loss for 
each such basic model, calculated by 
applying the AEDM, must be within 
plus or minus ten percent of the mean 
total power loss determined from the 
testing of that basic model. 

(4) Subsequent verification of an 
AEDM. (i) Each manufacturer shall pe-
riodically select basic models rep-
resentative of those to which it has ap-
plied an AEDM, and for each basic 
model selected shall either: 

(A) Subject a sample of units to test-
ing in accordance with § § 431.16 and 
431.17(b)(2) by an accredited laboratory 
that meets the requirements of § 431.18; 

(B) Have a certification body recog-
nized under § 431.20 certify its nominal 
full load efficiency; or 

(C) Have an independent state-reg-
istered professional engineer, who is 
qualified to perform an evaluation of 
electric motor efficiency in a highly 
competent manner and who is not an 
employee of the manufacturer, review 
the manufacturer’s representations and 
certify that the results of the AEDM 
accurately represent the total power 
loss and nominal full load efficiency of 
the basic model. 

(ii) Each manufacturer that has used 
an AEDM under this section shall have 
available for inspection by the Depart-
ment of Energy records showing: the 
method or methods used; the mathe-
matical model, the engineering or sta-
tistical analysis, computer simulation 
or modeling, and other analytic evalua-
tion of performance data on which the 
AEDM is based; complete test data, 
product information, and related infor-
mation that the manufacturer has gen-
erated or acquired pursuant to para-
graphs (a)(3) and (a)(4)(i) of this sec-
tion; and the calculations used to de-
termine the average full load efficiency 
and total power losses of each basic 
model to which the AEDM was applied. 

(iii) If requested by the Department, 
the manufacturer shall conduct sim-
ulations to predict the performance of 
particular basic models of electric mo-
tors specified by the Department, anal-
yses of previous simulations conducted 
by the manufacturer, sample testing of 
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1 In identifying thse five basic models, any 
electric motor that does not comply with 
§ 431.25 shall be excluded from consideration.

2 Components of similar design may be sub-
stituted without requiring additional testing 
if the represented measures of energy con-
sumption continue to satisfy the applicable 
sampling provision.

basic models selected by the Depart-
ment, or a combination of the fore-
going. 

(5) Use of a certification program or ac-
credited laboratory. (i) A manufacturer 
may have a certification program, that 
DOE has classified as nationally recog-
nized under § 431.20, certify the nominal 
full load efficiency of a basic model of 
electric motor, and issue a certificate 
of conformity for the motor. 

(ii) For each basic model for which a 
certification program is not used as de-
scribed in paragraph (a)(5)(i) of this 
section, any testing of the motor pur-
suant to paragraphs (a)(1) through (3) 
of this section to determine its energy 
efficiency must be carried out in ac-
cordance with paragraph (b) of this sec-
tion, in an accredited laboratory that 
meets the requirements of § 431.18. 
(This includes testing of the basic 
model, pursuant to paragraph (a)(3)(i) 
of this section, to substantiate an 
AEDM.) 

(b) Additional testing requirements ap-
plicable when a certification program is 
not used—(1) Selection of basic models for 
testing. (i) Basic models must be se-
lected for testing in accordance with 
the following criteria: 

(A) Two of the basic models must be 
among the five basic models with the 
highest unit volumes of production by 
the manufacturer in the prior year, or 
during the prior 12 calendar month pe-
riod beginning in 1997,1 whichever is 
later;

(B) The basic models should be of dif-
ferent horsepowers without duplica-
tion; 

(C) The basic models should be of dif-
ferent frame number series without du-
plication; and 

(D) Each basic model should be ex-
pected to have the lowest nominal full 
load efficiency among the basic models 
with the same rating (‘‘rating’’ as used 
here has the same meaning as it has in 
the definition of ‘‘basic model’’). 

(ii) In any instance where it is impos-
sible for a manufacturer to select basic 
models for testing in accordance with 
all of these criteria, the criteria shall 
be given priority in the order in which 

they are listed. Within the limits im-
posed by the criteria, basic models 
shall be selected randomly. 

(2) Selection of units for testing. For 
each basic model selected for testing,2 
a sample of units shall be selected at 
random and tested. The sample shall be 
comprised of production units of the 
basic model, or units that are rep-
resentative of such production units. 
The sample size shall be not fewer than 
five units, except that when fewer than 
five units of a basic model would be 
produced over a reasonable period of 
time (approximately 180 days), then 
each unit shall be tested. In a test of 
compliance with a represented average 
or nominal efficiency:

(i) The average full-load efficiency of 
the sample X̄ which is defined by

X
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where Xi is the measured full-load effi-
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where RE is the represented nominal 
full-load efficiency, and 

(ii) The lowest full-load efficiency in 
the sample Xmin, which is defined by
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(3) Substantiation of an alternative effi-
ciency determination method. The basic 
models tested under § 431.17(a)(3)(i) 
must be selected for testing in accord-
ance with paragraph (b)(1) of this sec-
tion, and units of each such basic 
model must be tested in accordance 
with paragraph (b)(2) of this section by 
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an accredited laboratory that meets 
the requirements of § 431.18.

§ 431.18 Testing laboratories. 
(a) Testing pursuant to 

§ 431.17(a)(5)(ii) must be conducted in an 
accredited laboratory for which the ac-
creditation body was: 

(1) The National Institute of Stand-
ards and Technology/National Vol-
untary Laboratory Accreditation Pro-
gram (NIST/NVLAP); or 

(2) A laboratory accreditation body 
having a mutual recognition arrange-
ment with NIST/NVLAP; or 

(3) An organization classified by the 
Department, pursuant to § 431.19, as an 
accreditation body. 

(b) NIST/NVLAP is under the aus-
pices of the National Institute of 
Standards and Technology (NIST) 
which is part of the U.S. Department of 
Commerce. NIST/NVLAP accreditation 
is granted on the basis of conformance 
with criteria published in 15 CFR Part 
285, The National Voluntary Laboratory 
Accreditation Program Procedures and 
General Requirements. NIST Handbook 
150–10, August 1995, presents the tech-
nical requirements of the National Vol-
untary Laboratory Accreditation Pro-
gram for the Efficiency of Electric Mo-
tors field of accreditation. This hand-
book supplements NIST Handbook 150, 
National Voluntary Laboratory Accredi-
tation Program Procedures and General 
Requirements, which contains 15 CFR 
Part 285 plus all general NIST/NVLAP 
procedures, criteria, and policies. 
Changes in NIST/NVLAP’s criteria, 
procedures, policies, standards or other 
bases for granting accreditation, occur-
ring subsequent to the initial effective 
date of 10 CFR Part 431, shall not apply 
to accreditation under this Part unless 
approved in writing by the Department 
of Energy. Information regarding 
NIST/NVLAP and its Efficiency of 
Electric Motors Program (EEM) can be 
obtained from NIST/NVLAP, 100 Bu-
reau Drive, Mail Stop 2140, Gaithers-
burg, MD 20899–2140, telephone (301) 975–
4016, or telefax (301) 926–2884.

§ 431.19 Department of Energy rec-
ognition of accreditation bodies. 

(a) Petition. To be classified by the 
Department of Energy as an accredita-
tion body, an organization must sub-

mit a petition to the Department re-
questing such classification, in accord-
ance with paragraph (c) of this section 
and § 431.21. The petition must dem-
onstrate that the organization meets 
the criteria in paragraph (b) of this sec-
tion. 

(b) Evaluation criteria. To be classified 
as an accreditation body by the De-
partment, the organization must meet 
the following criteria: 

(1) It must have satisfactory stand-
ards and procedures for conducting and 
administering an accreditation system 
and for granting accreditation. This 
must include provisions for periodic 
audits to verify that the laboratories 
receiving its accreditation continue to 
conform to the criteria by which they 
were initially accredited, and for with-
drawal of accreditation where such 
conformance does not occur, including 
failure to provide accurate test results. 

(2) It must be independent of electric 
motor manufacturers, importers, dis-
tributors, private labelers or vendors. 
It cannot be affiliated with, have finan-
cial ties with, be controlled by, or be 
under common control with any such 
entity. 

(3) It must be qualified to perform 
the accrediting function in a highly 
competent manner. 

(4) It must be expert in the content 
and application of the test procedures 
and methodologies in IEEE Standard 
112–1996 Test Method B and CSA Stand-
ard C390–93 Test Method (1), (Incor-
porated by reference, see § 431.15) or 
similar procedures and methodologies 
for determining the energy efficiency 
of electric motors. 

(c) Petition format. Each petition re-
questing classification as an accredita-
tion body must contain a narrative 
statement as to why the organization 
meets the criteria set forth in para-
graph (b) of this section, must be 
signed on behalf of the organization by 
an authorized representative, and must 
be accompanied by documentation that 
supports the narrative statement. The 
following provides additional guidance: 

(1) Standards and procedures. A copy 
of the organization’s standards and 
procedures for operating an accredita-
tion system and for granting accredita-
tion should accompany the petition. 
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